§195.56

pipeline to rise above 110 percent of its
maximum operating pressure.

(5) A leak in a pipeline that con-
stitutes an emergency.

(6) Any safety-related condition that
could lead to an imminent hazard and
causes (either directly or indirectly by
remedial action of the operator), for
purposes other than abandonment, a 20
percent or more reduction in operating
pressure or shutdown of operation of a
pipeline.

(b) A report is not required for any
safety-related condition that—

(1) Exists on a pipeline that is more
than 220 yards (200 meters) from any
building intended for human occupancy
or outdoor place of assembly, except
that reports are required for conditions
within the right-of-way of an active
railroad, paved road, street, or high-
way, or that occur offshore or at on-
shore locations where a loss of haz-
ardous liquid could reasonably be ex-
pected to pollute any stream, river,
lake, reservoir, or other body of water;

(2) Is an accident that is required to
be reported under §195.50 or results in
such an accident before the deadline
for filing the safety-related condition
report; or

(3) Is corrected by repair or replace-
ment in accordance with applicable
safety standards before the deadline for
filing the safety-related condition re-
port, except that reports are required
for all conditions under paragraph
(a)(1) of this section other than local-
ized corrosion pitting on an effectively
coated and cathodically protected pipe-
line.

[Amdt. 195-39, 53 FR 24950, July 1, 1988; 563 FR
29800, Aug. 8, 1988, as amended by Amdt. 195—
63, 63 FR 37506, July 13, 1998]

§195.56 Filing safety-related condition
reports.

(a) Each report of a safety-related
condition under §195.55(a) must be filed
(received by the Administrator) in
writing within 5 working days (not in-
cluding Saturdays, Sundays, or Federal
holidays) after the day a representative
of the operator first determines that
the condition exists, but not later than
10 working days after the day a rep-
resentative of the operator discovers
the condition. Separate conditions may
be described in a single report if they
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are closely related. To file a report by
facsimile (fax), dial (202) 366-7128.

(b) The report must be headed ‘‘Safe-
ty-Related Condition Report’’ and pro-
vide the following information:

(1) Name and principal address of op-
erator.

(2) Date of report.

(3) Name, job title, and business tele-
phone number of person submitting the
report.

(4) Name, job title, and business tele-
phone number of person who deter-
mined that the condition exists.

(5) Date condition was discovered and
date condition was first determined to
exist.

(6) Location of condition, with ref-
erence to the State (and town, city, or
county) or offshore site, and as appro-
priate nearest street address, offshore
platform, survey station number, mile-
post, landmark, or name of pipeline.

(7) Description of the condition, in-
cluding circumstances leading to its
discovery, any significant effects of the
condition on safety, and the name of
the commodity transported or stored.

(8) The corrective action taken (in-
cluding reduction of pressure or shut-
down) before the report is submitted
and the planned follow-up or future
corrective action, including the antici-
pated schedule for starting and con-
cluding such action.

[Amdt. 195-39, 563 FR 24950, July 1, 1988; 563 FR
29800, Aug. 8, 1988, as amended by Amdt. 195—
42, 54 FR 32344, Aug. 7, 1989; Amdt. 19544, 54
FR 40878, Oct. 4, 1989; Amdt. 195-50, 59 FR
17281, Apr. 12, 1994; Amdt. 195-61, 63 FR 7723,
Feb. 17, 1998]

§195.57 Filing offshore pipeline condi-
tion reports.

(a) Bach operator shall, within 60
days after completion of the inspection
of all its underwater pipelines subject
to §195.413(a), report the following in-
formation:

(1) Name and principal address of op-
erator.

(2) Date of report.

(3) Name, job title, and business tele-
phone number of person submitting the
report.

(4) Total number of miles (kilo-
meters) of pipeline inspected.
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